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[bookmark: _Toc2]Article summary:
1. 合成和表征MCM-41-NH2介孔材料，并利用其作为填料材料制备混合型膜。
2. 混合型膜的水蒸汽传输受到介孔材料含量的强烈影响。
3. 修饰介孔材料与PSf在分子水平上相互作用。
4. 保留率强烈依赖于PAHs的类型。
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May be slightly imbalanced: The article presents the information in a generally reliable way, but there are minor points of consideration that could be explored further or claims that are not fully backed by appropriate evidence. Some perspectives may also be omitted, and you are encouraged to use the research topics section to explore the topic further.
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本文是一篇关于使用MCM-41-NH2介孔材料作为填料材料，制备混合膜，用于去除水体中多环芳烃（PAHs）的实验性研究。这项工作通过对MCM-41-NH2介孔材料、混合膜、水蒸汽传输性能、PAHs透过性、保留性及去除效果进行测试，得出了有效的实验数据。
尽管本文中使用了大量实验数据，但也存在一些问题。首先，本文中使用的实验方法不够充分；例如，在测试PAHs透过性时没有考虑不同浓度下的情况。此外，本文也未考虑不同pH下对PAHs去除效果的影响。此外，本文也未考虑不同pH下对PAHs去除效果的影响。此外，在测试水蒸汽传输性能时也存在一定的片面性——只考察了MCM-41-NH2介孔材料含量对水蒸汽传输性能影响的情况而未考察其他因素如助剂或者表征物之间相互作用如何影响水蒸汽传输性能。
因此，尽管本文中使用大量实验数据并提出一些明显的发现：但是要想真正理解MCM-41-NH2介孔材料/PSf 混合膜在去除水体中PAHs方面表现出来的特征时必然要进行进一步、充分、准确、独立、可重复测试才能得出真正可信度及可靠度强大的实证数据
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· MCM-41-NH2介孔材料不同浓度下的PAHs透过性；
· MCM-41-NH2介孔材料不同pH下的PAHs去除效果；
· MCM-41-NH2介孔材料/PSf混合膜水蒸汽传输性能；
· MCM-41-NH2介孔材料/PSf混合膜助剂影响；
· MCM-41-NH2介孔材料/PSf混合膜表征物相互作用；
· MCM-41-NH2介孔材料/PSf混合膜PAHs保留性。
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