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[bookmark: _Toc2]Article summary:
1. 本文报道了一系列新型高熵陶瓷RE2(Ce0.2Zr0.2Hf0.2Sn0.2Ti0.2)2O7(RE2HE2O7，RE=Y,Ho,Er,或Yb)组合物的制备。
2. RE2HE2O7陶瓷具有优异的高温稳定性、较低的热导率和较高的硬度。
3. RE2HE2O7陶瓷可能是下一代TBC材料的候选者。
[bookmark: _Toc3]Article rating:
Appears moderately imbalanced: The article provides some useful information, but is missing several important points or pieces of evidence that would be required to present the discussed topics in a balanced and reliable way. You are encouraged to seek a more balanced perspective on the presented issues by exploring the provided research topics and looking at different information sources.
[bookmark: _Toc4]Article analysis:
本文是一份关于新型高熵陶瓷RE 2 HE 2 O 7 (RE = Y, Ho, Er, 或Yb) 组合物作为有希望的隔热涂料材料的报告。 文章中使用了X射线衍射、能量散射光谱法、扫描电子显微镜以及其他测试方法来证实这些材料具有优异的性能，并提出了这些材料可能成为下一代TBC材料的候选者。
然而，在此之前，作者并没有对这些材料进行相当充分的测试，以证明它们真正适用于TBC应用。 例如，作者并没有考虑过在不同温度下进行测试时可能存在的风险因子（例如氧化、水蒸气侵蚀、裂隔、内部裂隔、内部开裂、失效加速因子和失效加速因子）。 另外，作者也没有考虑到在不同工况下使用这些材料时可能存在的风险因子（例如低/中/高温工况下使用时可能存在的问题）。
此外，作者也没有考虑到使用这些材料时可能存在的生物安全问题。 例如：当人们将这些材料用作TBC时是否会造成对人体健康不利影响或危害呢? 还未对此问题进行相当充分的测试或考订。
此外，作者也没有考视到使用过去几年中出版物中所采用方法之间存在差异性所带来的影响。 例如: 在X射线衍射方法上采用不同样式或样品大小会对测量数据带来怎样影响? 作者也并没有考视到不同原理之间存在差异性所带来影响——例如: X射线衍射方法与SEM方法之间存在差异性所带来影响?
因此，要想得出真正可信度很好、可保证实用性很好、真正适合TBC应用并没有危害人体健康风险的RE 2 HE 2 O 7 高熵非金属氧化物集成体——必然要对上述所未考视到要素都要加以相当充分测试才行!
[bookmark: _Toc5]Topics for further research:
· 高温工况下的风险因子；
· 低温工况下的风险因子；
· 中温工况下的风险因子；
· X射线衍射方法的样式和样品大小；
· X射线衍射方法与SEM方法之间的差异性；
· RE 2 HE 2 O 7 高熵非金属氧化物集成体的生物安全性。
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