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[bookmark: _Toc2]Article summary:
1. Continuous pyrolysis of scrap tyres has been carried out in a conical spouted bed reactor and the results have been compared with those obtained operating in batch mode.
2. The main differences between the continuous and batch processes are in the yield of light aromatics, which is higher in the continuous process, and in that of the heavy liquid fraction or tar, which is higher in the batch process.
3. The advantages of conical spouted bed technology include a high yield of limonene, flexibility in operating conditions, and capacity for a continuous removal of residual carbon black from the reactor.
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May be slightly imbalanced: The article presents the information in a generally reliable way, but there are minor points of consideration that could be explored further or claims that are not fully backed by appropriate evidence. Some perspectives may also be omitted, and you are encouraged to use the research topics section to explore the topic further.
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The article provides an overview of research conducted on continuous pyrolysis of scrap tyres using a conical spouted bed reactor. The article is well-structured and provides detailed information about the process as well as its advantages over other methods such as batch processing. The article also cites relevant sources to support its claims, making it reliable and trustworthy. 
However, there are some potential biases that should be noted. For example, while the article does mention some potential risks associated with tyre pyrolysis (such as environmental problems), it does not provide any evidence to support these claims or explore counterarguments to them. Additionally, while the article does discuss some advantages of conical spouted bed technology over other methods, it does not present both sides equally or explore possible drawbacks associated with this method. Furthermore, there is no discussion about possible promotional content or partiality within the article itself. 
In conclusion, while this article is generally reliable and trustworthy due to its structure and citation of relevant sources, there are some potential biases that should be noted when evaluating its trustworthiness and reliability.
[bookmark: _Toc5]Topics for further research:
· Environmental impacts of tyre pyrolysis
· Disadvantages of conical spouted bed technology
· Batch processing of scrap tyres
· Potential risks of tyre pyrolysis
· Promotional content in tyre pyrolysis research
· Partiality in tyre pyrolysis research
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