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[bookmark: _Toc2]Article summary:
1. 本文探讨了以聚砜（PS）和氧化石墨烯（GO）为基础的多孔膜（PS-GO）作为吸附剂来去除水中的七种新兴有害物质，包括药物、个人护理产品、染料和表面活性剂。
2. PS-GO通过相反方法从PS和GO混合物（5% w/w的GO）开始制备。
3. PS-GO在不同的接触时间和pH条件下对OFLOX、BP-3、Rh、DCF和TRX的吸附效率高于90%。
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Appears moderately imbalanced: The article provides some useful information, but is missing several important points or pieces of evidence that would be required to present the discussed topics in a balanced and reliable way. You are encouraged to seek a more balanced perspective on the presented issues by exploring the provided research topics and looking at different information sources.
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本文是一篇关于使用聚砜-氧化石墨烯多孔膜材料作为吸附剂去除水中有害物质的文章。该文章重要性地强调了这一创新材料在减少传统净水工艺中使用GAC所带来的成本方面的优势。然而，该文章存在一些可能影响其可信度和可靠性的因素。
首先，该文章并没有对GAC进行显式对比测试以证明PS-GO在净水方面的优势。此外，作者也未能就PS-GO在不同pH条件下对EOCs的去除效率进行显式测试。此外，作者也未能就PS-GO再生及重复使用情况进行显式测试或分析。
此外，作者也未能就PS-GO在不同pH条件下对EOCs的去除效率进行显式测试或分析。此外，作者也未能就PS-GO再生及重复使用情况进行显式测试或分析。因此，如何将PS-GO应用于实际净水工艺中仍然是一个待考量问题。
总之, 虽然本文是一篇关于使用PS - GO 多孔膜材料作为吸附剂去除水中有害物质的重要工作, 但是它存在一些可能影响其可信度和可靠性的因素, 如上所述, 因此如何将 PS - GO 应用于实 际净 水 工 艺 中 仍 然 是 一 个 待 考 量 问 题.
[bookmark: _Toc5]Topics for further research:
· PS-GO 对 EOCs 的去除效率；
· PS-GO 再生及重复使用；
· PS-GO 在不同 pH 条件下的去除效率；
· PS-GO 与 GAC 的比较测试；
· PS-GO 在实际净水工艺中的应用；
· PS-GO 对水中有害物质的去除效率。
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