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[bookmark: _Toc2]Article summary:
1. 增加螺栓直径可以改善GSC的剪切行为。
2. GSC的螺栓间距不能小于4倍的螺栓直径。
3. 较低的长宽比也可以用于UHPC中的GSC。
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May be slightly imbalanced: The article presents the information in a generally reliable way, but there are minor points of consideration that could be explored further or claims that are not fully backed by appropriate evidence. Some perspectives may also be omitted, and you are encouraged to use the research topics section to explore the topic further.
[bookmark: _Toc4]Article analysis:
本文是一篇关于在UHPC复合桥中使用分组螺栓连接器（GSC）剪切行为的实验研究文章。作者通过7组不同参数的拔出试验来考察GSC在UHPC中的剪切行为，并提出一个用于预测GSC在UHPC中力-位移行为的经验模型。
本文具有一定的可信度和可靠性：
1. 文章采用了大量实验数据来证明其理论；
2. 作者引用了大量相关文献来证明其理论；
3. 作者对所有实验数据进行了详尽考察；
4. 作者使用回归分析法来优化其提出的经验模型。
然而，本文也存在一定的偏见或不足之处：
1. 文章仅考察了7组不同参数下GSC在UHPC中剪切行为；
2. 文章仅考察了特定厚度、特定长宽比、特定间隙尺寸、特定材料性能、特定频率、特定颜色、特定风化情况下GSC在UHPC中剪切行为；
3. 文章未考察不同厂商生产出来的UHPC材料之间存在差异时GSC在UHPC中剪切行为如何影响。
[bookmark: _Toc5]Topics for further research:
· 不同厂商生产的UHPC材料；
· 不同厚度的UHPC材料；
· 不同长宽比的UHPC材料；
· 不同间隙尺寸的UHPC材料；
· 不同材料性能的UHPC材料；
· 不同颜色的UHPC材料。
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